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Notices and Trademarks 

Copyright 2017 by Honeywell International Inc. 
Release Independent, Aug 2017 

 

While this information is presented in good faith and believed to be accurate, Honeywell disclaims 
the implied warranties of merchantability and fitness for a particular purpose and makes no 
express warranties except as may be stated in its written agreement with and for its customers. 

In no event is Honeywell liable to anyone for any indirect, special or consequential damages. The 
information and specifications in this document are subject to change without notice. 

Honeywell, PlantScape, Experion PKS, Icon Series, and TotalPlant are registered trademarks of 
Honeywell International Inc. 

Other brand or product names are trademarks of their respective owners. 
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About this Kit 

Revision Notes 
The following list provides notes concerning all revisions of this document. 
 

Document Number Revision  Revision Date Revision Notes 

51195195-372 A 8/29/2017 Initial issue 

51195195-372 B 8/29/2017 Added note to the section 
Modifying the VGA Port 

Saver 

References 
The following list identifies documents that may be sources of reference for material discussed in 

this publication. 
 

Document Title Doc ID 

R710 Honeywell Server Planning, Installation, and Service Guide  EP-DPCX16 

Software Installation and Upgrade Guide (SIUG) Specific to your release 

Dell PowerEdge™ R710 Hardware Owner’s Manual http://support.dell.com 

 

Contacts 

World Wide Web 

The following Honeywell web sites may be of interest to Process Solution customers. 
 

Honeywell Organization WWW Address (URL) 

Corporate http://www.honeywell.com 

Process Solutions http://www.acs.honeywell.com 

International http://content.honeywell.com/global/ 
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Telephone 

Contact us by telephone at the numbers listed below. 
 

Organization Phone Number 

United States 
and Canada 

Honeywell International Inc. 
Process Solutions 

 Sales 
1-800-822-7673 Service
 Technical 
 Support 

Asia Pacific Honeywell Asia Pacific Inc. 
Hong Kong 

(852) 23 31 9133 

Europe Honeywell PACE 
Brussels, Belgium 

[32-2] 728-2711 

Latin America Honeywell International Inc. 
Sunrise, Florida U.S.A. 

(954) 845-2600 

 

Symbol Definitions 
The following table lists those symbols used in this document to denote certain conditions. 
 

Symbol Definition 

 

 
 

 

ATTENTION: Identifies information that requires special 

consideration.  

 

 

 

TIP: Identifies advice or hints for the user, often in terms of 

performing a task.  

 

 

 

REFERENCE -EXTERNAL: Identifies an additional source of 

information outside of the bookset.  

 

 

 

REFERENCE - INTERNAL: Identifies an additional source of 

information within the bookset.  

 

CAUTION 

 

Indicates a situation which, if not avoided, may result in equipment 
or work (data) on the system being damaged or lost, or may result in 
the inability to properly operate the process. 

 
 

 
 

 

CAUTION: Indicates a potentially hazardous situation, which, if not 

avoided, may result in minor or moderate injury. It may also be used 
to alert against unsafe practices.  

CAUTION symbol on the equipment refers the user to the product 

manual for additional information. The symbol appears next to 
required information in the manual. 
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Symbol Definition 

 

 
 

 

WARNING: Indicates a potentially hazardous situation, which, if not 

avoided, could result in serious injury or death. 

WARNING symbol on the equipment refers the user to the product 

manual for additional information. The symbol appears next to 
required information in the manual. 

 

 
 

 

WARNING, Risk of electrical shock: Potential shock hazard where 

HAZARDOUS LIVE voltages greater than 30 Vrms, 42.4 Vpeak, or 
60 VDC may be accessible. 

 

 
 

 

ESD HAZARD: Danger of an electro-static discharge to which 

equipment may be sensitive. Observe precautions for handling 
electrostatic sensitive devices. 

 

 
 

 

Protective Earth (PE) terminal: Provided for connection of the 

protective earth (green or green/yellow) supply system conductor. 

 

 
 

 

Functional earth terminal: Used for non-safety purposes such as 

noise immunity improvement. NOTE: This connection shall be 
bonded to Protective Earth at the source of supply in accordance 
with national local electrical code requirements. 

 

 
 

 

Earth Ground: Functional earth connection. NOTE: This 

connection shall be bonded to Protective Earth at the source of 
supply in accordance with national and local electrical code 
requirements. 

 

 
 

 

Chassis Ground: Identifies a connection to the chassis or frame of 

the equipment shall be bonded to Protective Earth at the source of 
supply in accordance with national and local electrical code 
requirements. 
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1. Modify VGA Port Saver 

1.1 Overview 
This document provides the instructions on how to modify the VGA port saver as an MAU 

controller interface. 
 

1.2 Components Required 
 

Part no Description Quantity 

51507179-100 VGA port saver 1 

 

1.3 Modifying the VGA Port Saver 
Perform the following steps to modify the VGA port saver. 
 

Step Action 

1 Remove both screw-locks on the port saver using a screwdriver, as shown. 

Remove both 
screw-locks
from the VGA
Port Saver

HD 15 Socket

51507179-100

VGA Port Saver 
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Step Action 

2 Replace the screw-locks on the VGA Port saver so that the female end of the 
screw-locks face the same direction as the VGA plug side of the connector, 
as shown. 

 

3 Place the VGA port saver on the LCNP4E (51405098-100) MAU connector 
and thread the VGA port saver screw-locks into the LCNP4E MAU connector, 
as shown. 

 

Replace both 
screw-locks
on the VGA
Port Saver now on 
the side facing 
the HD 15 Male 
connector

HD 15 Plug

51507179-100

VGA Port Saver 

Thread the VGA Port Saver screwlocks 
into the LCNP4E MAU connectoruntil they 
are snug. 

LCNP4E Face Plate

VGA Port Saver
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Step Action 

4 Place the MAU cable (51305380-100) on the Port saver and thread the MAU 
Cable Jack screw into the screw-locks on the VGA Port Saver, as shown. 

 
 

 

Note: If the customer faces any issues in the connectivity of LCNP4E2 card and MAU 

cable they can use the VGA port saver. 

 

Thread MAU cable jack screws onto  
the VGA Port Saver screwlocks until 
they are snug. 

LCNP4E Face Plate

Note that the MAU cable requires that a 
specific connector end be attached to
the LCNP4E

VGA Port Saver
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